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summary of the performance of the 
municipal waste combustion unit over 
a 2-year period. 

(k) If you choose to monitor carbon 
dioxide instead of oxygen as a diluent 
gas, documentation of the relationship 
between oxygen and carbon dioxide, as 
specified in § 60.1255. 

(l) Documentation of periods when all 
certified chief facility operators and 
certified shift supervisors are offsite 
for more than 12 hours. 

§ 60.1415 What must I do if I am out of 
compliance with the requirements 
of this subpart? 

You must submit a semiannual re-
port on any recorded emission or pa-
rameter level that does not meet the 
requirements specified in this subpart. 

§ 60.1420 If a semiannual report is re-
quired, when must I submit it? 

(a) For data collected during the first 
half of a calendar year, submit your 
semiannual report by August 1 of that 
year. 

(b) For data you collected during the 
second half of the calendar year, sub-
mit your semiannual report by Feb-
ruary 1 of the following year. 

§ 60.1425 What must I include in the 
semiannual out-of-compliance re-
ports? 

You must include three items in the 
semiannual report: 

(a) For any of the following six pol-
lutants or parameters that exceeded 
the limits specified in this subpart, in-
clude the calendar date they exceeded 
the limits, the averaged and recorded 
data for that date, the reasons for ex-
ceeding the limits, and your corrective 
actions: 

(1) Concentration or percent reduc-
tion of sulfur dioxide emissions. 

(2) For Class I municipal waste com-
bustion units only, concentration of ni-
trogen oxides emissions. 

(3) Concentration of carbon monoxide 
emissions. 

(4) Load level of your municipal 
waste combustion unit. 

(5) Temperature of the flue gases at 
the inlet of your particulate matter air 
pollution control device. 

(6) Average 6-minute opacity level. 
The data obtained from your contin-
uous opacity monitoring system are 

not used to determine compliance with 
the limit on opacity emissions. 

(b) If the results of your annual stack 
tests (as recorded in § 60.1360(a)) show 
emissions above the limits specified in 
Table 1 of this subpart for dioxins/ 
furans, cadmium, lead, mercury, par-
ticulate matter, opacity, hydrogen 
chloride, and fugitive ash, include a 
copy of the test report that documents 
the emission levels and your corrective 
actions. 

(c) For municipal waste combustion 
units that apply activated carbon to 
control dioxins/furans or mercury 
emissions, include two items: 

(1) Documentation of all dates when 
the 8-hour block average carbon feed 
rate (calculated from the carbon injec-
tion system operating parameter) is 
less than the highest carbon feed rate 
established during the most recent 
mercury and dioxins/furans stack test 
(as specified in § 60.1370(a)(1)). Include 
four items: 

(i) Eight-hour average carbon feed 
rate. 

(ii) Reasons for occurrences of low 
carbon feed rates. 

(iii) The corrective actions you have 
taken to meet the carbon feed rate re-
quirement. 

(iv) The calendar date. 
(2) Documentation of each quarter 

when total carbon purchased and deliv-
ered to the municipal waste combus-
tion plant is less than the total re-
quired quarterly usage of carbon. If 
you choose to evaluate total carbon 
purchased and delivered on a municipal 
waste combustion unit basis, record 
the total carbon purchased and deliv-
ered for each individual municipal 
waste combustion unit at your plant. 
Include five items: 

(i) Amount of carbon purchased and 
delivered to the plant. 

(ii) Required quarterly usage of car-
bon. 

(iii) Reasons for not meeting the re-
quired quarterly usage of carbon. 

(iv) The corrective actions you have 
taken to meet the required quarterly 
usage of carbon. 

(v) The calendar date. 

VerDate May<21>2004 09:41 Jul 19, 2004 Jkt 203145 PO 00000 Frm 00632 Fmt 8010 Sfmt 8010 Y:\SGML\203145T.XXX 203145T


